aDT (average Daily Traffic)
The average number of vehicles to pass a certain point or use a certain roadway per day. Sometimes referred to as VPD (Vehicles Per Day), this is the calculation of the total traffic volume during a given time (in whole days) divided by the number of days in that period. (AASHTO: A Policy on Geometric Design of Highways and Streets) albedo (Pavement albedo) Albedo is the ability of a surface material to reflect incident solar (short wave) radiation. It is expressed on a scale of 0 to 1, where a value of 0.0 indicates that a surface absorbs all solar radiation and an albedo value of 1.0 represents total reflectivity. Light-colored surfaces generally have higher albedos than dark-colored surfaces. Pavements with lower albedo absorb more sunlight and get hotter. Pavements with higher albedo absorb less sunlight and are therefore cooler, mitigating the urban heat island effect www.epa.gov/ heatisland/resources/faq.html#7. Conventional asphalt has an albedo in the range 0.04 to 0.12, while concrete has an albedo of around 0.5. (High Performance Infrastructure Guidelines) Reflectance is also measured using Solar Reflectance Index (SRI) values.
arterial Street
The part of the roadway system serving as the principal network of through-traffic flow. The routes connect areas of principal traffic generation and important rural highways entering the cities.
(Institute of Traffic Engineers Traffic Engineering Handbook)

BRT (Bus Rapid Transit)
A flexible, high-performance rapid transit mode that combines a variety of physical, operating, and system elements into a permanently integrated system with a quality image and unique identity. (Levinson et al., Bus Rapid Transit: Implementation Guidelines, BRT (Bus Rapid Transit) Route A road designed to improve the speed, reliability, and overall attractiveness of bus service, and that carries bus lines designated as "Select Bus Service" by MTA NYCT/ MTA Bus and/or other services identified as BRT. This also includes roads that are designated for BRT service in the future, through the BRT Master Plan or other planning documents.
gLOSSaRY Common Terms Bus
Every motor vehicle having a seating capacity of more than fifteen adults, in addition to the operator, and used for the transportation of persons, and every charter bus, interstate bus, intrastate bus, school bus, and sightseeing bus, regardless of seating capacity. (Rules of the City of New York, Title 34, Chapter 4, Section 4-01(b))
Bus Route
A street that carries one or more regularly scheduled local, commuter, or intercity bus lines running on a published schedule.
Busway
A physically separated lane reserved for bus traffic.
C
Capital Project a.
A project that provides for the construction, reconstruction, acquisition, or installation of a physical public betterment or improvement that would be classified as a capital asset under generally accepted accounting principles for municipalities, or any preliminary studies and surveys relative thereto, or any underwriting or other costs incurred in connection with the financing thereof; B. The acquisition of property of a permanent nature, including wharf property; C. The acquisition of any furnishings, machinery, apparatus, or equipment for any public betterment or improvement when such betterment or improvement is first constructed or acquired; D. Any public betterment involving either a physical improvement or the acquisition of real property for a physical improvement consisting in, including, or affecting (1) streets and parks, (2) bridges and tunnels, (3) receiving basins, inlets, and sewers, including intercepting sewers, plants or structures for the treatment, disposal or filtration of sewage, including grit chambers, sewer tunnels, and all necessary accessories thereof, or (4) the fencing of vacant lots and the filling of sunken lots; E. Any other project allowed to be financed by the local finance law, with the approval of the mayor and the comptroller; F. Any combination of the above. (New York City Charter Section 210.1)
Cast-in-Place
Term describing a paving material, such as concrete, that is poured into place on-site and set to harden
CEQR (City Environmental Quality Review)
A process by which agencies of the City of New York review proposed discretionary actions to identify the effects those actions may have on the environment. CEQR is New York City's process for implementing SEQRA (New York State Environmental Quality Review Act), which requires that state and local governmental agencies assess environmental effects of discretionary actions before undertaking, funding, or approving such actions, unless they fall within certain statutory or regulatory exemptions from the requirements for review. www.nyc. gov/html/oec/html/ceqr/ceqrfaq. shtml
Channelization
The separation or regulation of conflicting traffic movements into definite paths of travel by traffic islands or pavement marking to facilitate the orderly movements of both vehicles and pedestrians. 
Coefficient of Friction
A value between 0 and 1 representing the ratio of the force of resistance between the horizontal motion of a body or object and a surface to the force pushing the body or object down on that surface. Surfaces with lower values, such as ice, are more slippery, while surfaces with higher values, such as concrete, are less slippery. 
Collector Street
The collector street system provides both land access and traffic circulation within residential, commercial, and industrial areas. It differs from the arterial system in that facilities on the collector system may penetrate residential neighborhoods, distributing trips from the arterials through the area to the ultimate destination. Conversely, the collector street also collects traffic from local streets in residential neighborhoods and channels it into the arterial system. In the central business district, and in other areas of like development and traffic density, the collector system may include the street grid, which forms a logical entity for traffic circulation. (FHWA:
Functional Classification Guidelines)
Commercial District A commercial district, designated by the letter C (C1-2, C3, C4-7, for example), is a zoning district in which commercial uses are allowed and residential uses may also be permitted, as described in the Zoning Resolution of the City of New York. www.nyc.gov/html/dcp/html/ subcats/zoning.shtml
Community Facilities
As used in this manual, community facilities are elements of the streetscape that serve useful functions to street users beyond infrastructure and vehicular operations. Examples include street furniture (e.g., bike racks and newsstands), public and café seating, public art, and plantings. Their use is generally authorized through permits, revocable consents, and/or maintenance agreements. 
Concession
horizontal Deflection
The horizontal (sideways) movement of moving vehicles compelled through physical and/or visual changes to the roadway alignment, for example a bend in the road.
hPS
A type of lamp which uses sodium gas to produce light. It is one of the most efficient sources of light. 
Local Street
The local street system comprises all facilities not on one of the higher systems. It serves primarily to provide direct access to abutting land and access to the higher order systems. It offers the lowest level of mobility and usually contains no bus routes. Service to through-traffic movement usually is deliberately discouraged. (FHWA: Functional Classification Guidelines)
Local Traffic
Vehicular traffic whose trip origin and/or destination are in the immediate area of a given street.
LOS (Level of Service)
A methodology for measuring traffic flow based on traveler delay and congestion, defined in the Highway Capacity Manual (HCM). Grades from A to F are used, from free flow to traffic jam conditions. Historically used primarily for motor vehicle traffic, LOS methodologies have also been devised for pedestrian, bicyclist, and transit operations. 
Peak hour(s)
The hour or hours of greatest vehicular traffic volumes on a given street or intersection, usually defined for weekday AM, MD (mid-day) and PM, and Saturday MD peak periods. The peak hours, rather than entire day, are typically analyzed in a traffic analysis. 
Pedestrian
Plaza
An area designated for use by pedestrians, which may vary in size and shape; which may abut a sidewalk and is located fully within the bed of a roadway; may be at the same level as the roadway or raised above the level of the roadway; may be physically separated from the roadway by curbing, bollards, or other separators; may be treated with special markings and materials; and may contain benches, tables, or other facilities for pedestrian use. Helm, [134] [135] [136] 139, 140, 141, 142, 143, 147, 148, 162 Shielded teardrop, [135] [136] 141, 142, 143, 151, 154 Stad, 10, 149, 150 Standard LED, 146 Teardrop, [135] [136] 141, 142, 143, 151, 154, 158, 158, 162 Type B, 157 Trees, 24, 26, 188, 190-195, 212, 217, 221, 225, 234 canopy, 21
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